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Chinese Type Fast Thyristors (Capsule Version)

Liujing rectifier co., Ltd.

FEATURES
1). Interdigitated amplifying gates Irav) 1827A
2). Fast turn-on and high di/dt Vorw/Vrrw  800~1800V
3). Low switching losses t 35~60 s
ltsm 23KA
’t 2645 10°A? ‘ ‘
TYPICAL APPLICATIONS S | - ji
1). Inductive heating -
2). Electronic welders
3). Self-commutated inverters
THE MAIN PARAMETERS
. VALUE
SYMBOL CHARACTERISTIC TEST CONDITIONS T(C) . UNIT
. Min  Type Max
180° half sine wave 50Hz
Iravy Mean forward current Double side cooled, T,.=55C 125 1827 A
Vorm Repet!t!ve peak off-state voltage VDRM&YRRM,tp=1Oms 125 | 800 1800 v
Vrrm Repetitive peak reverse voltage Vosu&Vrsw= Voru&Vrrut 100V
Iorm Repetitive peak off-state current Vo= Voru
lrrm Repetitive peak reverse current V&= Virru 125 160 mA
ITsm Surge on-state current 10ms half sine wave 125 23 KA
I’t [T for fusing coordination V=0.6Vgry 2645 | A’s*10°
V1o Threshold voltage 125 1.45 V
re On-state slop resistance 0.21 mQ
Vi Peak on-state voltage I1wv=4000A, F=35KN 125 2.29 Vv
dv/dt Critical rate of rise of off-state voltage Vom=0.67Vpry 125 500 | V/us
. " : Vo= 67%Vpry to3000A,
di/dt Critical rate of rise of on-state current Gate pulse t, £0.5 1 s lgy=1.5A 125 1200 | Alus
[ Reverse recovery current l;y=2000A,tp=1000 p s, 152 A
t, Reverse recovery time di/dt=-20A/ u s, 125 8.5 ps
Q, Recovery charge VR=50V 646 | 700 uC
S e Itu=2000A,tp=1000 u s, Vg =50V
tq Circuit commutated turn-off time dvidt=30V/ i s di/dt=-20A/ 1 s 125 85 60 us
lar Gate trigger current 40 450 mA
Ver Gate trigger voltage V=12V, [,=1A 25 0.9 4.5 Vv
Iy Holding current 20 1000 mA
Vap Non-trigger gate voltage Vom=67%Vpru 125 | 0.3 Vv
Thermal resistance At 180° sine, double side cooled ;
Rugn | Junction to heatsink Clamping force 35KN 0.016 ) /MW
Fr Mounting force 30 40 KN
T Stored temperature -40 140 [
W, Weight 900 g
Size Package box size 160 x 145 x 65 mm
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PERFORMANCE CURVES FIGURE
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Peak On-state Voltage Vs.Peak On-state Current
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Gate characteristic at 25°C junction temperature
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Gate Trigger Zone at varies temperature
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@ Liujing Electronics E-mail: rectifier@163.com thyristors@yahoo.cn

YUEQING LIUJING RECTIFIER CO., LTD

Sale Departmant: Liujing Building, Yueqing City,

Zhejiang Province

Add: Wanao Industrial Zone, Yueqing city,

Zhejiang Province

Tel: 0086-577-62519692 0089-577-62519693

Fax: 0086-577-62518692 HERREFNINBENESE=R
International Export: 0086-577-62571902
Technical Support: 0086-15868768965
After Service: 400-6606-086
http://www.china-liujing.com
http://www.liujingdiangi.cn
http://www.cnrectifier.com
http://www.cnthyristor.com.cn

MSN: thristors@hotmail.com

To be the most competitive Power Semiconductor
Devices manufactory.

LIUJING reserves the right to change limits, test conditions and dimensions.
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